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Prestige Series 
 

 

 
 

 

 

MODEL DESCRIPTION SRP 

 

NAUTILUS 

4 way speaker system; 

8 Ohms; 100-500 Watts required amplifier 

25Hz-20kHz 

 

 

PHP 3,500,000 

 

New Diamond Series 
 

 

 

800 D 

 

3 way vented-box system; 8 Ohms;                    

 50-1000 Watts Recommended Amplifier Power; 

1" Diamond Tweeter;6"FST Midrange;2 x 10 Base Driver 

 

 

 

PHP 1,200,000 

 

 

802 D 

 

 

 

 

 

 

 

3 way vented-box system; 8 Ohms; 

50-500 Watts Recommended Amplifier Power; 

1" Diamond Tweeter;6"FST Midrange; 2 x 8 Base Driver 

 

PHP 780,000 

 
Limited Edition 

 

805 

Maserati 

Loudspeaker 

 

Luxury black Maserati leather, birdseye maple real 

wood veneer and Maserati’s Trident on the integrated 

stand 

 

 

 

 

 

FS-805 

Stand 

Floorstand for 805D 

 

 
PHP 33,500 
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New Diamond Series 
 MODEL DESCRIPTION SRP 

 

HTM2D 

 

3 Way Magnetically Shielded Center Speaker System; 

8 Ohms; 50-300 Watts Recommended Amplifier Power; 

1" Diamond Tweeter;6"FST Midrange; 2 x 7" Base Driver 

 

PHP 225,000 

 

 

HTM4D 

 2 Way magnetically Shielded Center Speaker System; 

8 Ohms 50-120 Watts Recommended Amplifier Power; 

1" Diamond Tweeter;6.5 Woven Kevlar Cone Bass 

 

PHP 125,000 

 

DB1 

 

 

 

Active Balanced-Drive Closed-Box Subwoofer System; 

1000 Watts Amplifier Power ; 2 x 12" Rohacell Cone 

Long-Throw 

 

 

 

 

PHP 220,000 
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New  800 Diamond 3 Series 
 

 
 

 

MODEL DESCRIPTION SRP 

800 D3 

3- way vented box system; Diamond Tweeter; Anti-

resonance plug; continuum cone FST; Aerofoil cone 

bass units; Optmised Matrix; Solid Body tweeter; Turbine 

Head Ohms; 50-1000 Watts Recommended Amplifier 

Power; 90dB; 15 Hz to 28kHz 

PHP 1,500,000 

 

802 D3 

3- way vented box system; Diamond Tweeter; Anti-

resonance plug; continuum cone FST;  Aerofoil cone 

bass units; Optmised Matrix; Solid Body tweeter; Turbine 

Head Ohms; 50-500 Watts Recommended Amplifier 

Power; 90dB; 19 Hz to 28kHz 

PHP 1,080,000 

 

 

 

803 D3 

 

 

3- way vented box system; Diamond Tweeter; Anti-

resonance plug; continuum cone FST;  Aerofoil cone 

bass units; Optmised Matrix; Solid Body; Tweeter on to; 8 

Ohms; 50-500 Watts Recommended Amplifier Power; 

90dB; 17 Hz to 28kHz 

 

 

PHP 870,000 

 

 

804 D3 

 

3- way vented box system; Diamond Tweeter; Anti-

resonance plug; continuum cone FST;  Aerofoil cone 

bass units; Optmised Matrix; Solid Body; Tweeter on top; 

8 Ohms; 50-200 Watts Recommended Amplifier Power; 

89dB; 24 Hz to 28kHz 

 

PHP 450,000 

 

 

805 D3 

 2- way vented box system; Diamond Tweeter; Anti-

resonance plug; continuum cone FST;  Aerofoil cone 

bass units; Optmised Matrix; Solid Body; Tweeter on top; 

8 Ohms; 50-120 Watts Recommended Amplifier Power; 

88dB; 42 Hz to 28kHz 

 

PHP 285,000 

 

HTM1 D3 

 

3- way vented box system; Diamond Tweeter; Anti-

resonance plug; continuum cone FST;  Aerofoil cone 

bass units; Optmised Matrix; Solid Body; Tweeter on top; 

8 Ohms; 50-500 Watts Recommended Amplifier Power; 

91dB; 28 Hz to 28kHz  

PHP 290,000 

 
 

HTM2 D3 

 3- way vented box system; Diamond Tweeter; Anti-

resonance plug; continuum cone FST;  Aerofoil cone 

bass units; Optmised Matrix; Solid Body; Tweeter on top; 

8 Ohms; 50-200 Watts Recommended Amplifier Power; 

9dB; 45 Hz to 28kHz  

PHP 215,000 
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New Diamond Series 
 

 

 

MODEL DESCRIPTION SRP 

FS-HTM D3 
Floorstand for HTM D3 

 PHP 38,000/ pc. 

 

 
 

FS-805 D3 

Stand 

 

 

Floorstand for 805 D3 

 

 

PHP 46,000/ pair 
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Custom Theater Series 

 

MODEL DESCRIPTION SRP 

 

CT8 LR 

 

1 1/4" aluminum tweeter dome; 6" FST midrange; 

 2 x 10" carbon fibre/Rohacell cone bass; 

1000 watts; 8 ohms; 23Hz-40KHz 

PHP 450,000/pc 

 

CT8 CC 

 

 1 1/4" aluminum tweeter dome; 6" FST midrange; 

 2 x 10" carbon fibre/Rohacell cone bass; 

1000 watts; 8 ohms; 23Hz-40KHz 

PHP 450,000/pc 

 

CT8 DS 

 

3 way monopole/2 way dipole rear system; 

1 1/4" alum tweeter; 4" mid/high freq; 6" FST mid; 

1000 watts; 26Hz-40KHz/22KHz monopole/Dipole 

PHP 320,000/pc 

 

CT8.2 LCR 

 
 3 Way Open Box Speaker System; 

 1 1/4" Tube-loaded Aluminum Tweeter Dome; 6" FST Mid 

 2 x 8 Paper Kevlar Cone Bass;50-500 Watts 

 

PHP 275,000/pc 

 

CT8.4 

LCRS 

 

 3 Way Closed Box Speaker System; 

1.2" Tube Loaded Tweeter;6” FST Midrange; 

8" Rohacell/Fibre Bass; 50-200 Watts 

 

PHP 163,000/pc 

 

CT8 SW 

 

 Closed Box  Subwoofer; 

15" Carbon Fibre/ Rohacell cone bass; 

1000 watts; 13Hz-40Hz 

 

PHP 140,000/pc 
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Custom Theater Series 
 

 

MODEL DESCRIPTION SRP 

CT8 XO 

Mk2 

 

CT800 system active bass management controller; 

Low/high frequency roll-off alignment; 

3 adjustable low frequency parametric equalisers 

PHP 125,000/pc 

 

CT7.3 

LCRS 

 

1" cloth tweeter dome;6" FST blue kevlar midrange; 

 2 x 8 paper kevlar bass driver; 

200 watts; 35Hz-28kHz; 8 ohms 

PHP 60,000/pc 

 

CT7.4 

LCRS 

 

 1" cloth tweeter dome; 2x 6 1/2" FST; 

Blue kevlar cone bass/midrange; 

150 watts; 43Hz-28KHz; 8 ohms 

PHP 40,000/pc 

 

CT7.5 

LCRS 

1” cloth tweeter dome; 

7” blue kevlar cone bass/midrange; 

120 watts; 48Hz-28KHz; 8 ohms 
PHP 24,000/pc 

 

CT SW10 

 

Passive closed box subwoofer used w/ SA1000; 

1 x 10" paper kevlar bass cone; 

1000 watts; 18Hz and 25Hz/140Hz 

 

 

PHP 30,000/pc 

 

 

CT SW12 

 

Passive closed box subwoofer used w/ SA1000; 

1 x 12 paper kevlar bass cone; 

1000 watts; 17Hz and 25Hz/140Hz 

 

PHP 36,000/pc 

 

 

SA1000 
 

Dedicated 1000 watts amplifier for the CT SW 

 
PHP 60,000/pc 

 

 



 
 
 
 
 

Page 8 of 23 
 

In- Ceiling Speakers 
 

 

MODEL DESCRIPTION SRP 

CCM 7.3 

 

3 Way In-Ceiling Speaker System; 

1" Soft Dome Tweeter;4" FST Mid;2 x 5" Kevlar Bass; 

25-200 Watts into 6 Ohms 

 

PHP 75,000 

 

CCM 7.4 

 

2 1/2 Way In-Ceiling Speaker System; 

1" Soft Dome Tweeter;2 x 5" Blue Kevlar Cone; 

25-150 Watts into 8 Ohms 

 

PHP 54,000 

 

CCM 7.5 

 

2 Way In-Ceiling Speaker System; 

1" Soft Dome Tweeter,6" Blue Kevlar Cone; 

25-150 Watts into 8 Ohms 

PHP 45,000 

 

CCM 662 

 

2 Way In-Ceiling Speaker System; 

1" Aluminum Dome Tweeter;Adjustable Off-Axis; 

6" Mid/Bass; 150 Watts into 8 Ohms 

 

PHP 29,000 

 

CCM 663 

 

2 Way In-Ceiling Speaker System; 

1" Swirl Loaded Aluminum Tweeter; 

6" Blue Kevlar Midrange Bass Cone; 25-130 Watts into  

8 Ohms  

PHP 24,000 

 

CCM 

663RD 

2-way in-ceiling system; 

 1" Swirl Loaded Aluminum Tweeter; 

6" Blue Kevlar Midrange Bass Cone; 25-100 Watts into  

8 Ohms; 86dB 

(reduce depth) 

PHP 29,800 
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In- Ceiling Speakers 

 MODEL DESCRIPTION SRP 
 

 
 

CCM 682 

2-way in ceiling system; 

1x ø25mm (1in) Nautilus™ swirl loaded aluminium dome 

tweeter;1x ø200mm (8in) blue Kevlar® cone 

bass/midrange; 89dB;25 – 150w; 8Ω  

PHP 34,000 

 

 
 

CCM 683 

 

2-way in ceiling system; 

1x ø25mm (1in) Nautilus™ swirl loaded aluminium dome 

tweeter;1x ø200mm (8in) blue Kevlar® cone 

bass/midrange; 88dB;25 – 130w; 8Ω 

PHP 28,000 

 

 
 

CCM 684 

2-way in ceiling system; 

1x ø25mm (1in)soft dome tweeter;1x ø200mm (8in) 

black glassfibre cone bass/midrange; 88dB; 

25 – 130w; 8Ω 

PHP 22,000 

 

CCM 632 
Single driver in-ceiling system; 

1x Ø75mm (3 in) paper cone full-range; 112Hz - 16kHz; 

84Db; 10W – 60W; 8Ω 
PHP 15,500 

 

 
 

CCM 816 

 

Angled tweeter and bass/mid driver 

 

2-way in-ceiling/wall speaker system; 

1x ø25mm (1 in) (black anodised) tube-loaded 

aluminium dome high-frequency; 

1x ø165mm (6.5 in) woven (blue) Kevlar® cone 

bass/midrange; 88dB;150W into 8Ω 

PHP 40,000 

 

 

 
 

CCM 8.5 

 
2-way in ceiling loudspeaker 

 

Aluminium Tweeter ‘wing’ allows time alignment; 

Continuously rotatable aluminium mini-baffle allows 

“toe-in”Flowport™ 

 

1x 25mm (1in) Aluminium Carbon Braced Tweeter with 

Nautilus Tube™; 

1x 180mm (7in) woven blue Kevlar cone bass/midrange 

driver with anti-resonance plug; 88dB;120W into 8Ω 

PHP 45,000/pc 
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In- Ceiling Speakers 
 

 

MODEL DESCRIPTION SRP 

CCM 

663SR 

 

2 Way Dual Voice Coil In-Ceiling Speaker System; 

2 x 1 " Soft Dome; 6" Blue Kevlar/Midrange Bass Cone; 

25-80 Watts into 8 Ohms 

 

PHP 29,000 

 

CCM 664 

 

2 Way In-Ceiling Speaker System; 

1' Adjustable Soft Dome Tweeter; 6" Glassfibre Mid/Bass; 

25-130 Watt into 8 Ohms 

 

PHP 19,500 

 

CCM    

664SR 

 

2 Way Dual Voice Coil In-Ceiling Speaker System; 

2 x 1 " Soft Dome; 6" Blue Glassfibre Mid/Bass Cone; 

25-80 Watts into 8 Ohms 

 

 

PHP 23,000 

 

 

CCM 665 

 

2 Way In-Ceiling Speaker System; 

2 x 1 " Soft Dome;6" Glassfibre Mid/Bass Cone; 

25-130 Watts into 8 Ohms 

 

 

PHP 16,000 

 

 

CCM 382 

 

2 Way In-Ceiling Speker System; 

8” Polypropylene Mid/Bass Cone;1" Soft Dome; 

80 Watts at 8 Ohms 

 

 

PHP 13,900 

 

CCM 362 

 

2-Way In-ceiling Loudspeaker system; 

6" Polypropelyne Mid/ Base Cone;1" Soft Dome Tweeter; 

80 Watts at 8 Ohms 

 

PHP 11,000 

 

CCM 

CINEMA 7 

 

2-Way In-ceiling Loudspeaker system; 

7" blue Kevlar cone bass/ midrange;1" Nautilus Swirl 

Loaded Aluminum Dome Tweeter; 

150 Watts at 8 Ohms 

 

 

PHP 40,000  
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In- Wall Speakers 

  MODEL DESCRIPTION SRP 

 

 

 

CWM 362 
2-way in wall system; 

1x 160mm (6in) Polypropylene cone bass/midrange;     

1x 25mm (1in) soft dome tweeter; 88dB; 80W; 8Ω  
PHP 13,800 

 

 

 
 

CWM 652 

2-way in wall system; 

1x ø25mm (1in) Nautilus™ tube loaded aluminium dome 

tweeter; 

1x ø130mm (5in) blue Kevlar® cone bass/midrange; 

86dB;100W; 8Ω 

PHP 20,000 

 

 

 
 

CWM 663 

2-way in wall system; 

1x ø25mm (1in) Nautilus™ tube loaded aluminium dome 

tweeter; 

1x ø150mm (6in) blue Kevlar®cone bass/midrange; 

88dB;150W; 8Ω 

PHP 24,000 

 

 

 
 

CWM 664 

2-way in wall system; 

1x ø25mm (1in) Nautilus™ tube loaded aluminium dome 

tweeter; 

1x ø150mm (6in) black glassfibre cone bass/midrange; 

87.5dB;130W; 8Ω 

PHP 19,500 

 

 

 
 

CWM 8.3 

 

 

3-way in-wall loudspeaker 

 

Anti-resonance plug 

Flowport™ 

 

1x 25mm (1in) Aluminium Carbon Braced Tweeter with 

Nautilus Tube™; 

1x 130mm (5in) woven blue Kevlar cone FST midrange 

driver ; 

2 x 180mm (7in) Carbon Fibre Rohacell Bass drivers; 

89dB;200W; 8Ω 

PHP 80,000/pc 

 

 

 
 

CWM 8.5 

2-way in-wall loudspeaker 

Flowport™ 

 

1x 25mm (1in) Aluminium Carbon Braced Tweeter with 

Nautilus Tube™; 

1x 180mm (7in) woven blue Kevlar cone bass/midrange 

driver with anti-resonance plug; 89dB;120W; 8Ω 

PHP 32,500/pc 
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In- Wall Speakers 
 

 

MODEL DESCRIPTION SRP 

CWM DS8 

 

3 Way dipole/2 Way monopole in-wall system; 

1” Nautilus™ tube loaded aluminum dome tweeter; 

7”Kevlar® cone bass/midrange; 50W into 8 Ohms 

 

PHP 96,000 

 

CWM 7.3 

 

3 Way In-Wall Speaker System; 

1" Tube Loaded Soft Dome; 4" FST Blue Kevlar; 

2 x 6" Paper Kevlar Cone; 25-200 Watts into 4 Ohms 

 

PHP100,000 

 

CWM 7.4 

 

2 Way In-Wall Speaker System; 

1" Tube Loaded Soft Dome; 6" Blue Kevlar Cone Bass; 

25-150 Watts into 6 Ohms 

 

PHP 55,000 

 

CWM7.5 

 

2 Way In-Wall Speaker System; 

1" Tube Loaded Soft Dome; 5" Blue Kevlar Cone Bass; 

25-150 Watts into 6 Ohms 

 

PHP 44,000 

 

 

CWM-

6160 

 

 

2 way in-wall speaker system; 

1” Ultra-12 high-frequency; 

6.5” woven fibreglass cone mid/bass; 
20W - 130W continuous into 8Ω 

 

 

 

PHP 10,000 
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In- Wall Speakers 
 

 

MODEL DESCRIPTION SRP 

CWM 

CINEMA 7 

2½-way in-wall system; 1x Ø25mm (1 in) Nautilus™ tube 

loaded aluminium dome tweeter; 

2x Ø100mm (4 in) blue Kevlar® cone bass/midrange; 

2x Ø100mm (4 in) paper cone bass; 25W - 150W into 8Ω; 

Frequency response (+/-3dB): 44Hz - 22kHz; 

Frame: 175mm (6.9 in) x 625mm (24.6 in) 

Depth behind surface: 92mm (3.6 in) 

Protrusion: 8.2mm (0.32 in) 

Pre-mount Kit:PMK CWMC7 

Back Box : BB LCR7 

 

 

PHP 30,000/ pc. 

 

 

In-Ceiling/In-Wall Back Box 

Back Box MODEL In-Ceiling/ In-Wall MODEL SRP 

 

 

Description: In drywall construction, the back box 

increases sound insulation to adjoining rooms 

and provides the fire safety barrier sometimes 

required by building regulations to prevent any 

fire present in the wall cavity from spreading 

into the room. Use it in solid construction 

to define a suitable working volume for the 

speaker, which may need to extend beyond 

the boundaries of the wall frame. 
 

 

Back Box CCM 8.5 CCM 8.5 PHP 26,800/pc 

Back Box CWM 8.5 CWM 8.5 PHP 26,800/pc 

Back Box CWM 8.3 CWM 8.3 PHP 35,000/pc 

BB C6 
CCM 626; CCM 626; CCM 636; CCM746S; 

CCM 65;  PHP 6,800/pc 

BB C8 CCM 618; CCM 628; CCM 80; CCM 818 PHP 6,800/pc 

BB W6 CWM 6160; CWM 6260; CWM 650 PHP 6,400/pc 

BB LCR7 CWM LCR7 PHP 10,800/pc 

BB 6 (Ceiling/Wall)  PHP 5,600/pc 

BB 6 (Ceiling/Wall)  PHP 5,600/pc 

Grille Assembly 66 (Square)  PHP 4,500/pr 

Grille Assembly 68 (Square)  PHP 4,500/pr 
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In- Wall Subwoofers 

 MODEL DESCRIPTION SRP SRP 

 

ISW-3 
Compact In-Wall and In-Ceiling Subwoofer; 

2 x 165mm (6.5 in) Paper/Kevlar® cone; 250W into 8Ω;     

-6dB at 21Hz and 222Hz adjustable 
PHP 35,000 

 

ISW-4 

 

Passive closed box subwoofer used w/ SA250; 

2 x 8" Paper Kevlar Cone; 

200 Watts; 21Hz-200Hz 

 

PHP 30,000/pc 

 

SA-250 

 

Dedicated In-Wall Subwoofer Amplifier; 

250 Watts; Class D 

 

PHP 53,000 

 

 

 

Weather Proof Monitors 
 

 

 

WM4 

 

2 Way All Weather Monitor; 

1" Tube Loaded Tweeter;5" Fiberglass Bass Cone; 

90 Watts Rated Power Output 

PHP 22,000 

 

AM1 

 

2 Way All Weather Monitor w/ Auxiliary Bass Radiator; 

1” Aluminim Tube Loaded Tweeter; 5” Fiberglass Bass 

Cone; 20-100 Watts into 8 ohms 

 

PHP 28,000 
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Marine Speakers 

 MODEL DESCRIPTION SRP 

 

MARINE 6 

2 Way system; (1 in) soft dome tweeter; (6 in) 

polypropylene cone bass/midrange; 20W – 80W into     

4 Ω; Frequency Range: (-6dB) 55Hz – 30kHz  PHP 19,900 

 

MARINE 8 

 

2 Way system; (1 in) soft dome tweeter; (8 in) 

polypropylene cone bass/midrange; 20W – 80W into     

4 Ω; Frequency Range: (-6dB) 55Hz – 30kHz  

PHP 24,500 
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New 700 Series 

 

 

MODEL DESCRIPTION SRP 

 

702 S2  

 

Decoupled Carbon Dome tweeter; 3-way vented-box 

system; 8 ohms, 30- 300W; 90dB, 45Hz - 28kHz ±3dB; Solid 

Body Tweeter on top; Continuum cone FST midrange; 

Decoupled midrange; Aerofoil profile bass cones. 

 

 

PHP 255,000 

 

703 S2 

 

 

Decoupled Carbon Dome tweeter; 3-way vented-box 

system; 8 ohms, 30- 200W; 89dB, 46Hz - 28kHz ±3dB; 

Continuum cone FST midrange; Decoupled midrange; 

Aerofoil profile bass cones 

PHP 188,000 

 

 

704 S2 

 

 

Decoupled Carbon Dome tweeter; 3-way vented-box 

system; 8 ohms, 30- 150W; 89dB, 48Hz - 28kHz ±3dB; 

Continuum cone FST midrange; Decoupled midrange; 

Aerofoil profile bass cones 

PHP 155,000 

 

705 S2 
Decoupled Carbon Dome tweeter; 2-way vented-box 

system; 8 ohms, 30- 120W; 88dB, 50Hz - 28kHz ±3dB; Solid 

Body Tweeter on top;  Continuum cone bass / midrange 
PHP 138,000 

 

706 S2 

Decoupled Carbon Dome tweeter; 2-way vented-box 

system; 8 ohms, 30- 120W; 88dB, 50Hz - 28kHz ±3dB; 

Continuum cone bass / midrange 

 

PHP 85,000 
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New 700 Series  
 

 

MODEL DESCRIPTION SRP 

 

707 S2 

 

 

 

Decoupled Carbon Dome tweeter; 2-way vented-box 

system; 8 ohms, 30- 100W; 84dB, 50Hz - 28kHz ±3dB; 

Continuum cone bass / midrange 

 

 

PHP 62,000 

 

HTM 71 S2 

 

 

 

 Decoupled Carbon Dome tweeter; 3-way vented-box 

system; 8 ohms, 30- 100W; 89dB, 50Hz - 28kHz ±3dB; 

Continuum cone FST midrange: Aerofoil profile bass 

cones 

 

 

 

PHP 70,000 

 

HTM 72 S2 

Decoupled Carbon Dome tweeter; 3-way vented-box 

system; 8 ohms, 30- 120W; 87dB, 70Hz - 28kHz ±3dB; 

Continuum cone bass / midrange 

 

PHP 46,000 

 

FS-700 S2 

 

 

 

Floor stand for 700 Series S2  

 

 

 

PHP 26,000 

 

DB-4S 

 

 

 

Active closed-box subwoofer; 

 1000 watts; 82dB; 10Hz – 350Hz -3dB1000W Class D 

Hypex amplifier; Aerofoil bass cone Digital preamplifier 

with Dynamic EQ ;App-based set-up and BT-LE control 

 

 

PHP 110,000 
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New 600 Series 
 

 MODEL DESCRIPTION SRP 

 

683 S2  

 

Decoupled Double Dome aluminium tweeter with 

Nautilus™ tube loading;3-way vented-box system;          

8 Ohms;25W - 200W on unclipped programme; 
89dB spl;30Hz &50kHz  

 

 

PHP 80,000 

 

684 S2 

 

 

Decoupled Double Dome aluminium tweeter with 

Nautilus™ tube loading;2-way vented-box system;          

8 Ohms;25W - 150W on unclipped programme; 
87dB spl;45Hz &50kHz 

PHP 49,000 

 
 

 

685 S2 

 

 

Decoupled Double Dome aluminium tweeter with 

Nautilus™ tube loading;2-way vented-box system;          

8 Ohms;25W - 100W on unclipped programme; 
87dB spl;45Hz &50kHz 

PHP 34,000 

 

 

686 S2  

 

Decoupled Double Dome aluminium tweeter with 

Nautilus™ tube loading;2-way vented-box system;          

8 Ohms;25W - 100W on unclipped programme; 
(84)85dB spl;54Hz &50kHz 

PHP 26,000 

 

HTM61 S2 

 

Decoupled Double Dome aluminium tweeter with 

Nautilus™ tube loading;3-way vented-box system; 

 8 Ohms;30W - 150W on unclipped programme; 
88dB spl;42Hz& 50kHz  

PHP 35,800 

 

HTM62 S2 

 

 

Decoupled Double Dome aluminium tweeter with 

Nautilus™ tube loading;2-way vented-box system; 

 8 Ohms;25W - 120W on unclipped programme; 
87dB spl;48Hz& 50kHz  

 

 

PHP 20,800 
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600 Series 
 

 
 

 

MODEL DESCRIPTION SRP 

DS3 

 

2 way closed-box selectable dipole/monopole; 

 8 Ohms; 25-100 Watts on unclipped programme; 

 85Hz-10kHz (dipole mode) 

 

PHP 45,000 

 

ASW608 

 

active vented-box subwoofer system; 

  200 Watts; 8" paper kevlar long-throw; 

 

PHP 25,000 

 ASW610 

 

 

 

active vented-box subwoofer system; 

 200 watts; 10" paper kevlar long-throw; 

  active vented-box subwoofer system 

 

 

PHP 33,000 

 ASW610XP 

 

 

 

 200 Watts + 200 Watts; 

 10" dual voice coil; paper kevlar long-throw 

 

 

 

PHP 55,000 

 

STAV 24 S2 Floor stand for 600 Series S2 PHP 7,800 

 

Mini Theater 

 

M1 

 

2-Way Satellite Speaker System; 

 4" woven glass fiber cone; 1" metal dome; 

 100 Watts;Wall Mountable 

PHP 23,000 

 

 

M1FS 
 

 Floorstand for M1 

 
PHP 15,500 
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Mini Theater 

 MODEL DESCRIPTION SRP 

 

PV1-D 

 

 Active closed-box subwoofer; 

Class D ICE power / 500 WattS; 

2x8" MICA / aluminum cone long throw 

 

PHP 78,000 

 

 

Video Monitor    

 

VM1 

 

  2 Way Vented-Box Speaker System; 

  1" Tweeter,5" Bass Midrange Driver; 

 100 Watts into 8 ohms 

 

PHP 10,000/pc 

 

VM1 

Stand 

 

 Floorstand for VM1 

 
PHP 15,600/pr 

 

Surround Bar 
 

 

PANORAMA 2 

 

 

Integrated Audio/Video Sound System; 

50 Watts Subwoofer; 5 x 25 Watts Center/Surround; 

HDMI Inputs; DTS.Dolby Digital 

PHP 84,990 

 

Multi-Media 

 

T7 

 

 

 

Wireless Portable Speaker; 

Bluetooth; Digital Signal Processing (DSP); High Quality 

Class D amplifiers; Rechargeable lithium ion battery 

 

 

 

PHP 18,800 
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Multi-Media 

 MODEL DESCRIPTION SRP 

 

 Zeppelin 

AirLCM 

 

 

iPod speaker system; 

1x50 watts bass; 2x25 watts tweeter/midrange; 

Air Play,mini jack/toslink/USB; 9 Pin Connector 

 

PHP 35,999 

 

 

Zeppelin 

Wireless 

Wireless Music System; 

Apple Airplay Technology Bluetooth v4.1,Class 2; 

Digital Signal Processing;Digital Amplifier; 2 x25w 

(Tweete/ midrange); 1x50w subwoofer 

PHP 34,990 

 

 

Zeppelin 

Wireless 

(White) 

Wireless Music System; 

Apple Airplay Technology Bluetooth v4.1,Class 2; 

Digital Signal Processing;Digital Amplifier; 2 x25w 

(Tweete/ midrange); 1x50w subwoofer 

PHP 35,990 

 

Zeppelin Bkt 
 

 Zeppelin mounting bracket PHP 3,500 

 

 

 

 

Z2 

 

 iPod/iPhone speaker system; 

 2x18 watts; 2x3” full range drive units; 

Airplay Technology; Lightning Connector 

PHP 21,999 

 
 

 

P7 

Mobile Hi-Fi Head Phone; 

Dynamic driver;Nylon damped diaphragm;CCAW 

coil 

Dual cavity cushion;Absorbing wadding 

Changeable ear cushions;Detachable cable 

 

PHP 21,500 

 

P7 WIRELESS 

Wireless Headphone; 

Bluetooth v4.1; Rechargeable Lithium battery; Nylon 

damped diaphragm; Damping foam, CCAW Coil; 

2x40mm full range @ 22 ohms 

 

PHP 22,990 
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Multi-Media 
 

  
MODEL DESCRIPTION SRP 

 
P5 

Maserati 

Mobile Hi-Fi Headphone with noise isolation; 

iPhone compatible remote control; driver type 

dynamic mylar diaphragm; Neodynium Magnets; High 

precision diaphragm resistance material; 2x40mm full 

range @  

26 ohms 

PHP 29,500 

 
 

P5 

Wireless 

Wireless Headphone; 

Bluetooth v4.1; Rechargeable Lithium battery; Nylon 

damped diaphragm; Damping foam, CCAW Coil; 

2x40mm full range @ 22 ohms 

PHP 20,990 

 
 

 
P5 S2 

Mobile Hi-Fi Headphone; 

Nylon damped diaphragm;CCAW coil; Changeable 

ear cushions; Detachable cables; Folding (flatable) 

design; Damping foam; 2x40mm full range @ 22 ohms 

PHP 16,800 

 

 
P5 

Mobile Hi-Fi Head Phone; 

Mylar Diaphragm Noise Isolation; 

Adjustable HeadBand;Made in Real Sheep Leather 

 

PHP 18,800 

 

 

P3 

 

 Mobile Hi-Fi Head Phone; 

Acoustic Fabric Pads; Noise Isolation; 

  Foldable Design.); 3.5mm stereo mini jack, 2.5mm mini 

jack ;1.2in full range @34 ohms 

 

PHP 10,990 

 

P3 S2 

Supra Aural Headphone;Bass port; Patented speaker 

chasis design; 3.5mm stereo jack (TRRS 4-pole CTAI 

Spec.; TRS 3-pole unbalanced stereo spec.); 1.2in full 

range @34 ohms 

PHP 10,490 

 

 C5 S2 
In-ear headphone; 

Secure loop; Micro porous filter; CCAW coil; 2x9.2mm 

full range @ 32ohms 

 

PHP 9,950 
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Multi-Media 
 

  
MODEL DESCRIPTION SRP 

 

P9 

SIGNATURE 

Circum Aural Headphone; 

Nylon damped cone with acousitc coating’ Large 

surround diaphragm; CCAW coil with external large 

pole magent; dual cavity ear cushions; controlled 

acoustic air eak cushions; changeable ear cushions; 

detachable cable; folding (hinged design); 2 z 44mm 

(1.6 inch) full range @22 ohms 

 

PHP42,990  

 

Note: EFFECTIVE SEPTEMBER 2017 

1. This price list supercedes all other B&W Price list. 

2. All prices are subject to change without prior notice. 

 

Prepared by: 

 

 

Romeo B. Cambusa Jr. 
Approved by: 

 

 

Peter C. Falsis 

 

 

 

 


